Exp. 2018.09
ANNEX 4m PROPOSICIÓ TÈCNICA – Lot 13
El senyor Carlos Torruella García amb DNI 39683651A com a apoderat declara sota la seva
responsabilitat, com a licitador/a de l’Acord marc de subministrament d’equips informàtics i
determinades llicències de programari amb destinació a les entitats locals de Catalunya
(expedient 2018.09) que l’empresa ICOT, Informàtica i Comunicacions de Tarragona, S.A. amb
CIF A43132422, fa la següent proposta tècnica, d’acord amb les característiques tècniques que
es detallen seguidament,

LOT 13 - MONITORS i PANELLS GRAN POLÇADA
Sublot 13.1
MONITOR 21.5” – Monitor iiyama Prolite XUB2292HS-B1
Monitor de 21.5" IPS LED FULL HD Antireflexant (SI)
Altaveus incorporats – 2 x 1W
VGA + HDMI + DP (SI)
Regulable en alçada, pivotable i inclinable (SI)
Compatible Vesa 100x100 (SI)
Energy Star – Eficiència energética classe A
Anti parpadeig i filtre llum blava (SI)
Garantia 48 mesos fabricant
Sublot 13.2
MONITOR 24” - Monitor iiyama Prolite XUB2492HS-B1
Monitor de 23.8" IPS LED FULL HD Antireflexant (SI)
Altaveus incorporats – 2 X 2W
VGA + HDMI + DP (SI)
Regulable en alçada, pivotable i inclinable (SI)
Compatible Vesa 100x100 (SI)
Energy Star - Eficiència energética classe A
Anti parpadeig i filtre llum blava (SI)
Garantia 48 mesos fabricant
Sublot 13.3
MONITOR 27” - Monitor iiyama Prolite XUB2792HS-B1
Monitor de 27" IPS LED FULL HD Antireflexant (SI)
Altaveus incorporats – 2 x 2W
VGA + HDMI + DP (SI)
Regulable en alçada, pivotable i inclinable (SI)
Compatible Vesa 100x100 (SI)
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Energy Star - Eficiència energética classe A
Anti parpadeig i filtre llum blava (SI)
Garantia 48 mesos fabricant
SSublot 13.4
PANELL GRAN POLÇADA 50'' – Panell iiyama PROLITE LE5040UHS-B1
LCD - VA amb retroiluminació LED directa (SI)
Resolució 3840 x 2160
Brillantor 350cd
Rati contrast 4000:1
Tamany mínim [polçada/cm] '' / 50” / 127 cm
Energy Star - Eficiència energética classe A
Garantia 48 mesos fabricant
Sublot 13.5
PANELL GRAN POLÇADA 55'' - Panell iiyama PROLITE LE5540UHS-B1
LCD - VA amb retroiluminació LED directa (SI)
Resolució 3840 x 2160 (SI)
Brillantor 350cd (SI)
Rati contrast 4000:1 (SI)
Tamany mínim [polçada/cm] '' / 54.6” / 138.68 cm
Energy Star - Eficiència energética classe A
Garantia 48 mesos fabricant
Sublot 13.6
PANELL GRAN POLÇADA 65'' - Panell iiyama PROLITE LE6540UHS-B1
LCD - VA amb retroiluminació LED directa (SI)
Resolució 3840 x 2160 (SI)
Brillantor 350cd (SI)
Rati contrast 4000:1 (SI)
Tamany mínim [polçada/cm] ''/ 65” / 164 cm
Energy Star - Eficiència energética classe A
Garantia 48 mesos fabricant
Sublot 13.7
PANELL INTERACTIU 65'' – Panell interactiu iiyama PROLITE TE6503MIS-B1AG
IPS amb retroiluminació LED directa (SI)
Resolució 3840 x 2160 (SI)
Brillantor 350cd (SI)
Resolució contrast mínim 1200:1 (SI)
Fins a 20 punts tàctils (SI)
Tamany mínim [polçada] 65"
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Energy Star - Eficiència energética classe A
Garantia 48 mesos fabricant
Sublot 13.8
PANELL INTERACTIU 75'' - Panell interactiu iiyama PROLITE TE7503MIS-B1AG
IPS amb retroiluminació LED directa (SI)
Resolució 3840 x 2160 (SI)
Brillantor 350cd (SI)
Resolució contrast mínim 1200:1 (SI)
Fins a 20 punts tàctils (SI)
Tamany mínim [polçada] 75''
Energy Star - Eficiència energética classe A
Garantia 48 mesos fabricant
Sublot 13.9
PANELL INTERACTIU 86'' - Panell interactiu iiyama PROLITE TE8603MIS-B1AG
IPS amb retroiluminació LED directa (SI)
Resolució 3840 x 2160 (SI)
Brillantor 350cd (SI)
Resolució contrast mínim 1200:1 (SI)
Fins a 20 punts tàctils (SI)
Tamany mínim [polçada] 86''
Energy Star - Eficiència energética classe A
Garantia 48 mesos fabricant
Sublot 13.10
PANELL INTERACTIU 98'' - Panell interactiu iiyama PROLITE TE9803MIS-B1AG
IPS amb retroiluminació LED directa (SI)
Resolució 3840 x 2160 (SI)
Brillantor 350cd (SI)
Resolució contrast mínim 1200:1 (SI)
Fins a 20 punts tàctils (SI)
Tamany mínim [polçada] 98''
Energy Star - Eficiència energética classe A
Garantia 48 mesos fabricant
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PROLITE XUB2292HS-B1

22” IPS technology panel with ultra flat front and height adjustable stand
Stylish edge-to-edge design makes the ProLite XUB2292HS perfect for multi-monitor set-ups. The IPS panel technology offers
accurate and consistent colour reproduction with wide viewing angles. High contrast and brightness values mean the monitor
will provide excellent performance for photographic and web design, and the height adjustable stand ensures you can easily
adjust the screen position to your preferences. It is a great choice for both multi-monitor Digital Signage and oﬃce
applications.
Available also with fixed stand: ProLite XU2292HS-B1

IPS Technology

HAS + Pivot

IPS displays are best known for wide viewing angles and
natural, highly accurate colours. They are especially
suited for colour-critical applications.

With a height adjustable stand you will create an
ergonomic work posture and position that meets all
health and safety requirements. This will not only
prevent any health issues but will also increase your
productivity. The pivot function allows the screen to
rotate from landscape to portrait orientation. This
functionality can be useful if the application requires
more height than width.
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DISPLAY CHARACTERISTICS

Design

ultra slim

Diagonal

21.5", 54.6cm

Panel

IPS Panel Technology, matte finish

Native resolution

1920 x 1080 @75Hz (HDMI&DisplayPort2.1 megapixel Full HD)

Aspect ratio

16:9

Brightness

250 cd/m² typical

Static contrast

1000:1 typical

Advanced contrast

80M:1

Response time (GTG)

4ms

Viewing zone

horizontal/vertical: 178°/178°, right/left: 89°/89°, up/down: 89°/89°

Colour support

16.7mln 8bit (6bit + Hi-FRC) (sRGB: 99%; NTSC: 72%)

Horizontal Sync

30 - 85kHz

Vertical Sync

55 - 75Hz

Viewable area W x H

476 x 267.8mm, 18.7 x 10.5"

Pixel pitch

0.248mm

Colour

matte

02

INTERFACES / CONNECTORS / CONTROLS

Signal input

VGA x1 (1920 x 1080 @60Hz)
HDMI x1 (1920 x 1080 @75Hz)
DisplayPort x1 (1920 x 1080 @75Hz)

HDCP

yes

Headphone connector

yes

03

FEATURES

Blue light reducer

yes

Flicker free

yes

OSD languages

EN, DE, FR, ES, IT, RU, JP, CZ, NL, PL

Control buttons

Power, Menu/ Select, Scroll up/ Volume, Scroll Down/ ECO, Exit, Input

User controls

auto adjust, picture adjust (brightness, contrast, ECO, Blue Light Reducer, ACR,
OD), geometry (H. position, V. position, pixel clock, phase), colourr settings (colour
temp., user preset, i-Style colour), OSD (OSD H. position, OSD V. position, OSD
rotate, OSD time), language, recall, miscellaneous (sharp and soft, video mode
adjust, opening logo, display information), input select (input source), audio
settings (volume, mute, audio input)

Speakers

2 x 1W

Convenience

Kensington-lock™ prepared, DDC2B, Mac OSX

04

MECHANICAL

Display position adjustments

height, swivel, tilt, pivot (rotation both sides)

Height adjustment

130mm

Rotation (PIVOT function)

90°

Swivel stand

90°; 45° left; 45° right

Tilt angle

22° up; 5° down

VESA mounting

100 x 100mm

Operation temperature range

5°C - 35°C
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Storage temperature range
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- 20°C - 60°C

ACCESSORIES INCLUDED

Cables

power, HDMI

Other

quick start guide, safety guide

06

POWER MANAGEMENT

Power supply unit

internal

Power supply

AC 100 - 240V, 50/60Hz

Power usage

16.5W typical, 0.3W stand by, 0.26W off mode

07

SUSTAINABILITY

Regulations

CE, TÜV-GS, VCCI-B, PSE, EPEAT, CU

Energy efficiency class

A

Other

REACH SVHC above 0.1%: Lead

08

DIMENSIONS / WEIGHT

Product dimensions W x H x D

488.5 x 352 (482) x 210mm

Weight (without box)

4.8kg

EAN code

4948570116942

09

EU ENERGY EFFICIENCY LABEL

Manufacturer

iiyama
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Model

ProLite XUB2292HS-B1

Energy efficiency class

A

Visible screen diagonal

54.6cm; 21.5"; (22" segment)

ON mode power consumption

17W

Annual energy consumption

24kWh/annum*

Power in Standby

0.3W stand by

Power in OFF Mode

0.26W off mode

Resolution

1920 x 1080

This is information under Regulation (EU) No 1062/2010.*Based on the power consumption of the television operating 4 hours per day for 365 days. The actual energy consumption will depend on how the television is used.

All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with ISO-9241307:2008 in connection with pixel defects.
© IIYAMA CORPORATION. ALL RIGHTS RESERVED
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PROLITE XUB2492HSU-B1

24” IPS technology panel with ultra flat front and height adjustable stand
Stylish edge-to-edge design makes the ProLite XUB2492HSU perfect for multi-monitor set-ups. The IPS panel technology offers
accurate and consistent colour reproduction with wide viewing angles. High contrast and brightness values mean the monitor
will provide excellent performance for photographic and web design, and the height adjustable stand ensures you can easily
adjust the screen position to your preferences. It is a great choice for both multi-monitor Digital Signage and oﬃce
applications. Available also in white: ProLite XUB2492HSU-W1.
Available also with fixed stand: ProLite XU2492HSU-B1 and in white: ProLite XUB2492HSU-W1

IPS Technology

HAS + Pivot

IPS displays are best known for wide viewing angles and
natural, highly accurate colours. They are especially
suited for colour-critical applications.

With a height adjustable stand you will create an
ergonomic work posture and position that meets all
health and safety requirements. This will not only
prevent any health issues but will also increase your
productivity. The pivot function allows the screen to
rotate from landscape to portrait orientation. This
functionality can be useful if the application requires
more height than width.
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DISPLAY CHARACTERISTICS

Design

ultra slim

Diagonal

23.8", 60.5cm

Panel

IPS Panel Technology LED, matte finish

Native resolution

1920 x 1080 (2.1 megapixel Full HD)

Aspect ratio

16:9

Brightness

250 cd/m² typical

Static contrast

1000:1 typical

Advanced contrast

5M:1

Response time (GTG)

4ms

Viewing zone

horizontal/vertical: 178°/178°, right/left: 89°/89°, up/down: 89°/89°

Colour support

16.7mln 8bit (6bit + Hi-FRC) (sRGB: 99%; NTSC: 72%)

Horizontal Sync

30 - 80kHz

Vertical Sync

55 - 75Hz

Viewable area W x H

527 x 296.5mm, 20.7 x 11.7"

Pixel pitch

0.275mm

Colour

matte

02

INTERFACES / CONNECTORS / CONTROLS

Signal input

VGA x1
HDMI x1
DisplayPort x1

USB HUB

x2 (v.2.0)

HDCP

yes

Headphone connector

yes

03

FEATURES

Blue light reducer

yes

Flicker free

yes

OSD languages

EN, DE, FR, ES, IT, CN, RU, JP, CZ, NL, PL

Control buttons

Power, Menu/ Select, +/ Volume, -/ ECO, Exit, Input

User controls

picture adjust (contrast, brightness, OD, ACR, ECO, blue light reducer), input select,
audio adjust (volume, mute, digital audio), colour adjust, image adjust (auto adjust,
H. position, V. position, clock, phase, sharpness, video mode adjust), language,
setup (OSD position, OSD time out, opening logo, auto power off), display
information, reset

Speakers

2 x 2W

Convenience

Kensington-lock™ prepared, DDC2B, Mac OSX

04

MECHANICAL

Display position adjustments

height, pivot (rotation), swivel, tilt

Height adjustment

130mm

Rotation (PIVOT function)

90°

Swivel stand

90°; 45° left; 45° right

Tilt angle

22° up; 5° down

VESA mounting

100 x 100mm
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ACCESSORIES INCLUDED

Cables

power, USB, HDMI, DP

Other

quick start guide, safety guide

06

POWER MANAGEMENT

Power supply unit

internal

Power supply

AC 100 - 240V, 50/60Hz

Power usage

16W typical, 0.34W stand by, 0.27W off mode

07

SUSTAINABILITY

Regulations

TCO, CE, TÜV-GS, VCCI-B, PSE, EPEAT, CU

Energy efficiency class

A

EPEAT Silver

EPEAT is a comprehensive environmental rating that helps identify greener
computers and other electronic equipment. The Silver certification means the
monitor meets all required criteria plus at least 50% of the optional requirements.
EPEAT Silver is valid in countries where iiyama registers the product. Please visit
www.epeat.net for the registration status in your country.

Other

REACH SVHC above 0.1%: Lead

08

DIMENSIONS / WEIGHT

Product dimensions W x H x D

539.5 x 366.5 (496.5) x 210mm

Weight (without box)

5.4kg

EAN code

4948570115112
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EU ENERGY EFFICIENCY LABEL
01.07.2020 20:29:02

Manufacturer

iiyama

Model

ProLite XUB2492HSU-B1

Energy efficiency class

A

Visible screen diagonal

60.5cm; 23.8"; (24" segment)

ON mode power consumption

21W

Annual energy consumption

31kWh/annum*

Power in Standby

0.34W stand by

Power in OFF Mode

0.27W off mode

Resolution

1920 x 1080

This is information under Regulation (EU) No 1062/2010.*Based on the power consumption of the television operating 4 hours per day for 365 days. The actual energy consumption will depend on how the television is used.

All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with ISO-9241307:2008 in connection with pixel defects.
© IIYAMA CORPORATION. ALL RIGHTS RESERVED
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PROLITE XUB2792HSU-B1

27” IPS panel technology monitor with ultra flat front and a height adjustable stand
Stylish ultra-flat front design and full HD resolution make the ProLite XUB2792HSU a perfect addition to the desk of any graphic
designer. The IPS panel technology offers accurate and consistent colours reproduction with wide viewing angles (178°/178°)
and fast response time. High contrast and brightness values guarantee the monitor will provide excellent performance for
photography and web design, and the height adjustable stand ensures you can easily adjust the screen position to your
preferences. Very suitable for multi-monitor Digital Signage and office applications.
Available also with ﬁxed stand: ProLite XU2792HSU-B1 (1920x1080), ProLite XU2792UHSU-B1 (3840x2160) and in white:
ProLite XUB2792HSU-W1

IPS Technology

Ultra Slim Line

IPS displays are best known for wide viewing angles and
natural, highly accurate colours. They are especially
suited for colour-critical applications.

Ultra Slim Line monitors feature a sleek bezel and are
therefore particularly suitable for video wall or a multimonitor set-up.

02.07.2020 12:56:53
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DISPLAY CHARACTERISTICS

Design

ultra slim

Diagonal

27", 68.6cm

Panel

IPS Panel Technology LED, matte finish

Native resolution

1920 x 1080 @75Hz (2.1 megapixel Full HD, HDMI & DisplayPort)

Aspect ratio

16:9

Brightness

250 cd/m² typical

Static contrast

1000:1 typical

Advanced contrast

80M:1

Response time (GTG)

4ms

Viewing zone

horizontal/vertical: 178°/178°, right/left: 89°/89°, up/down: 89°/89°

Colour support

16.7mln 8bit (6bit + Hi-FRC) (sRGB: 99%, NTSC 72%)

Horizontal Sync

31 - 83kHz

Vertical Sync

55 - 75Hz

Viewable area W x H

597.8 x 336.3mm, 23.5 x 13.2"

Pixel pitch

0.311mm

Colour

matte, black
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INTERFACES / CONNECTORS / CONTROLS

Signal input

VGA x1 (1920 x 1080 @60Hz)
HDMI x1 (1920 x 1080 @75Hz)
DisplayPort x1 (1920 x 1080 @75Hz)

USB HUB

x2 (v.2.0)

HDCP

yes

Headphone connector

yes

03

FEATURES

Blue light reducer

yes

Flicker free

yes

OSD languages

EN, DE, FR, ES, IT, RU, JP, CZ, NL, PL

Control buttons

Power, Menu/ Select, +/ Volume, -/ ECO, Exit, Input

User controls

auto adjust, picture adjust (brightness, contrast, ECO, blue light reducer, ACR, OD),
geometry (H. position, V. position, pixel clock, phase), colour settings (colour
temperature, user preset, i-Style Colour), OSD (OSD H. position, OSD V. position,
OSD rotate, OSD time), language, recall, miscellaneous (sharp and soft, video
mode adjust, opening logo, display information), input select (input source), audio
settings (volume, mute, audio input)

Speakers

2 x 2W

Convenience

Kensington-lock™ prepared, DDC2B, Mac OSX

04

MECHANICAL

Display position adjustments

height, pivot (rotation), swivel, tilt

Height adjustment

130mm

Rotation (PIVOT function)

90°

Swivel stand

90°; 45° left; 45° right

Tilt angle

22° up; 5° down

VESA mounting

100 x 100mm
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Operation temperature range

05

5°C - 35°C

ACCESSORIES INCLUDED

Cables

power, USB, HDMI

Other

quick start guide, safety guide

06

POWER MANAGEMENT

Power supply unit

internal

Power supply

AC 100 - 240V, 50/60Hz

Power usage

16.5W typical, 0.5W stand by, 0.5W off mode

07

SUSTAINABILITY

Regulations

TCO, CE, TÜV-GS, EAC, EPEAT, ENERGY STAR®

Energy efficiency class

A+

Other

REACH SVHC above 0.1%: Lead
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DIMENSIONS / WEIGHT

Product dimensions W x H x D

612 x 411.5 (541.5) x 230mm

Weight (without box)

7.1kg

EAN code

4948570117208
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EU ENERGY EFFICIENCY LABEL
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Manufacturer

iiyama

Model

ProLite XUB2792HSU-B1

Energy efficiency class

A+

Visible screen diagonal

68.6cm; 27"; (27" segment)

ON mode power consumption

19W

Annual energy consumption

27kWh/annum*

Power in Standby

0.5W stand by

Power in OFF Mode

0.5W off mode

Resolution

1920 x 1080

This is information under Regulation (EU) No 1062/2010.*Based on the power consumption of the television operating 4 hours per day for 365 days. The actual energy consumption will depend on how the television is used.

All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with ISO-9241307:2008 in connection with pixel defects.
© IIYAMA CORPORATION. ALL RIGHTS RESERVED
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PROLITE LE5040UHS-B1

50" Professional Digital Signage display with a 18/7 operating time and a 4K UHD resolution
See the difference with the ProLite LE5040UHS. A professional digital signage display with 4K graphics, 18/7 operating time
and landscape orientation. Featuring a slim bezel and an AMVA3 LED panel for exceptional color and image performance and
iiSignage, iiyama's free signage content creation and management software, the LE5040UHS offers businesses an easy and
effective solution to help capture their audience's attention.

iiSignage

AMVA3

With iiSignage, you can easily create, publish and
manage your own digital signage content on any iiyama
40-series display from a desktop PC in the same
network. Use rich content like video’s and widgets to
create highly impactful advertising in minutes and
schedule your content across multiple displays to best
match your customers' behavior.

AMVA3 technology offers higher contrast, darker blacks
and much better viewing angles than standard TN
technology. The screen will look good no matter what
angle you look at it.

Read more

01.07.2020 19:33:37

01

DISPLAY CHARACTERISTICS

Design

Thin bezel

Diagonal

50", 127cm

Panel

AMVA3 LED, matte finish, haze 2%

Native resolution

3840 x 2160 (8.3 megapixel 4K UHD)

Aspect ratio

16:9

Brightness

350 cd/m² typical

Static contrast

4000:1 typical

Response time (GTG)

8ms

Viewing zone

horizontal/vertical: 178°/178°, right/left: 89°/89°, up/down: 89°/89°

Colour support

16.7mln 8bit

Horizontal Sync

30 - 83kHz

Vertical Sync

50 - 75Hz

Viewable area W x H

1100 x 620.5mm, 43.3 x 24.4"

Bezel width (sides, top, bottom)

13.9mm, 13.9mm, 14.9mm

Pixel pitch

0.2854mm

Bezel colour and finish

black, matte

02

INTERFACES / CONNECTORS / CONTROLS

Analog signal input

VGA x1 (max. 1920x1080 @60Hz)

Digital signal input

DVI x1 (max. 1920x1080 @60Hz)
HDMI x2 (max. 3840x2160 @60Hz)

Audio input

Mini jack x1

Monitor control input

RS-232c x1
RJ45 (LAN) x1
IR x1

Audio output

RCA (L/R) x1
Speakers 2 x 10W

Monitor control output

RS-232c x1
IR loop through x1

HDCP

yes

USB ports

x2 (1x v.2.0, 1x v.3.0)

03

FEATURES

Integrated software

Android OS 5.0.1, iiSignage

Hardware

CPU: MSD95E1D-W4, Quad-Core ARM, 1.4Ghz, Memory: 2GB, Storage: 8GB eMMC

Extra

micro SD slot

Max. non-stop operating time

18/7

Anti image retention

yes

Media playback

yes

Housing (bezel)

plastic

04

GENERAL

OSD languages

EN, DE, FR, ES, IT, CN, RU, JP, CZ, NL, PL

Control buttons

Power, Mute, Input, Plus, Minus, Up, Down, Menu
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User controls

Picture (brightness, contrast, sharpness, black level, tint, color, noise reduction,
gamma selection, color temperature, color control, smart power, over scan, picture
reset), Screen (H.position, V.position, clock, clock phase, zoom mode, custom
zoom, auto asjust, screen reset), Audio (balance, treble, bass, volume, audio out,
maximum volume, minimum volume, mute, audio source, audio reset, audio out
sync), Configuration 1 (switch on state, panel saving, RS232-routing, boot on
source, WOL, RGB range, Config 1 reset, factory reset), Configuration 2 ( OSD turn
off, OSD H-Position, OSD V-position, information OSD, logo, monitor ID, heat status,
monitor information, HDMI version, config 2 reset), Advanced option (IR control,
Power LED light, keyboard control, off timer, date and time, schedule, HDMI with
One Wire, language, OSD transparency, power save, advanced option reset),
Android settings (ethernet, signage display, system tools, display, apps, date &
time, developer options, about)

Plug&Play

DDC2B, Mac OSX

05

MECHANICAL

Orientation

landscape

Fanless design

yes

VESA mounting

400 x 400mm

Operation temperature range

0°C - 40°C

Storage temperature range

- 20°C - 60°C

MTBF

50000 hours (excluding backlight)

06

ACCESSORIES INCLUDED

Cables

power, DVI, HDMI, RS-232c

Guides

quick start guide, safety guide

Remote control

yes (batteries included)

07

POWER MANAGEMENT

Power supply unit

internal

Power supply

AC 100 - 240V, 50/60Hz

Power usage

140W typical, 0.5W stand by, 0.5W off mode

08

SUSTAINABILITY

Regulations

CB, CE, TÜV-Bauart, CU

Energy efficiency class

B

Other

REACH SVHC above 0.1%: Lead

09

DIMENSIONS / WEIGHT

Product dimensions W x H x D

1123.5 x 646.5 x 68mm

Weight (without box)

12.6kg

EAN code

4948570116324
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EU ENERGY EFFICIENCY LABEL

Manufacturer

iiyama

Model

ProLite LE5040UHS-B1

Energy efficiency class

B

Visible screen diagonal

126cm; 49.5"; (50" segment)

ON mode power consumption

125W

Annual energy consumption

183kWh/annum*

Power in Standby

0.5W stand by

Power in OFF Mode

0.5W off mode

Resolution

3840 x 2160

This is information under Regulation (EU) No 1062/2010.*Based on the power consumption of the television operating 4 hours per day for 365 days. The actual energy consumption will depend on how the television is used.

All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with ISO-9241307:2008 in connection with pixel defects.
© IIYAMA CORPORATION. ALL RIGHTS RESERVED
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PROLITE LE5540UHS-B1

55" Professional Digital Signage display with an 18/7 operating time and a 4K UHD
resolution
See the difference with the ProLite LE5540UHS. A professional digital signage display with 4K graphics, 18/7 operating time
and landscape orientation. Featuring a slim bezel, an AMVA3 LED panel for exceptional color and image performance and
iiSignage, iiyama's free signage content creation and management software, the LE5540UHS offers businesses an easy and
effective solution to help capture their audience's attention.

iiSignage

4K

With iiSignage, you can easily create, publish and
manage your own digital signage content on any iiyama
40-series display from a desktop PC in the same
network. Use rich content like video’s and widgets to
create highly impactful advertising in minutes and
schedule your content across multiple displays to best
match your customers' behavior.

UHD resolution (3840x2160), better known as 4K, offers
a gigantic viewable area with 4 times more information
and work space than a Full HD screen. Due to the high
DPI (dots per inch), it displays an incredibly sharp and
crisp image.

Read more
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01

DISPLAY CHARACTERISTICS

Design

Thin bezel

Diagonal

54.6", 138.68cm

Panel

AMVA3 LED, matte finish, haze 2%

Native resolution

3840 x 2160 @60Hz (8.3 megapixel 4K UHD)

Aspect ratio

16:9

Brightness

350 cd/m² typical

Static contrast

4000:1 typical

Response time (GTG)

8ms

Viewing zone

horizontal/vertical: 178°/178°, right/left: 89°/89°, up/down: 89°/89°

Colour support

16.7mln 8bit

Horizontal Sync

30 - 83kHz

Vertical Sync

50 - 76Hz

Viewable area W x H

1209.6 x 680.4mm, 47.6 x 28.6"

Bezel width (sides, top, bottom)

12.9mm, 12.9mm, 14.7mm

Pixel pitch

0.315mm

Bezel colour and finish

black, matte

02

INTERFACES / CONNECTORS / CONTROLS

Analog signal input

VGA x1 (max. 1920x1080 @60Hz)

Digital signal input

DVI x1 (max. 1920x1080 @60Hz)
HDMI x2 (max. 3840x2160 @60Hz)

Audio input

Mini jack x1

Monitor control input

RS-232c x1
RJ45 (LAN) x1
IR x1

Audio output

RCA (L/R) x1
Speakers 2 x 10W

Monitor control output

RS-232c x1
IR loop through x1

HDCP

yes

USB ports

x2

03

FEATURES

Integrated software

Android OS 5.0.1, iiSignage

Hardware

CPU: MSD95E1D-W4, Quad-Core ARM, 1.4Ghz, Memory: 2GB, Storage: 8GB eMMC

Extra

micro SD slot

Max. non-stop operating time

18/7

Anti image retention

yes

Media playback

yes

Housing (bezel)

plastic

04

GENERAL

OSD languages

EN, DE, FR, ES, IT, CN, RU, JP, CZ, NL, PL

Control buttons

Power, Mute, Input, Plus, Minus, Up, Down, Menu

01.07.2020 19:32:31

User controls

Picture (brightness, contrast, sharpness, black level, tint, color, noise reduction,
gamma selection, color temperature, color control, smart power, over scan, picture
reset), Screen (H.position, V.position, clock, clock phase, zoom mode, custom
zoom, auto asjust, screen reset), Audio (balance, treble, bass, volume, audio out,
maximum volume, minimum volume, mute, audio source, audio reset, audio out
sync), Configuration 1 (switch on state, panel saving, RS232-routing, boot on
source, WOL, RGB range, Config 1 reset, factory reset), Configuration 2 ( OSD turn
off, OSD H-Position, OSD V-position, information OSD, logo, monitor ID, heat status,
monitor information, HDMI version, config 2 reset), Advanced option (IR control,
Power LED light, keyboard control, off timer, date and time, schedule, HDMI with
One Wire, language, OSD transparency, power save, advanced option reset),
Android settings (ethernet, signage display, system tools, display, apps, date &
time, developer options, about)

Plug&Play

DDC2B, Mac OSX

05

MECHANICAL

Orientation

landscape

Fanless design

yes

VESA mounting

400 x 200mm, 400 x 400mm

Operation temperature range

0°C - 40°C

MTBF

50.000 hours (excluding backlight)

06

ACCESSORIES INCLUDED

Cables

power, DVI, HDMI, RS-232c

Guides

quick start guide, safety guide

Remote control

yes (batteries included)

07

POWER MANAGEMENT

Power supply unit

internal

Power supply

AC AC - AC V, AC /V, ACHz

Power usage

145W typical, 0.5W stand by, 0.5W off mode

08

SUSTAINABILITY

Regulations

CB, CE, TÜV-Bauart, CU

Energy efficiency class

B

Other

REACH SVHC above 0.1%: Lead

09

DIMENSIONS / WEIGHT

Product dimensions W x H x D

1239.2 x 711.6 x 61.7mm

Box dimensions W x H x D

1365 x 864 x 185mm

Weight (without box)

16kg

EAN code

4948570116331
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EU ENERGY EFFICIENCY LABEL

Manufacturer

iiyama

Model

ProLite LE5540UHS-B1

Energy efficiency class

B

Visible screen diagonal

139cm; 54.6"; (55" segment)

ON mode power consumption

138W

Annual energy consumption

201kWh/annum*

Power in Standby

0.5W stand by

Power in OFF Mode

0.5W off mode

Resolution

3840 x 2160

This is information under Regulation (EU) No 1062/2010.*Based on the power consumption of the television operating 4 hours per day for 365 days. The actual energy consumption will depend on how the television is used.

All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with ISO-9241307:2008 in connection with pixel defects.
© IIYAMA CORPORATION. ALL RIGHTS RESERVED
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PROLITE LE6540UHS-B1

65" Professional Digital Signage display with an 18/7 operating time, 4K UHD resolution and
an OPS slot
See the difference with the ProLite LE6540UHS. A professional digital signage display with 4K graphics, 18/7 operating time
and an OPS slot. Featuring a slim bezel, an AMVA3 LED panel for exceptional color and image performance and iiSignage,
iiyama's free signage content creation and management software, the LE6540UHS offers businesses an easy and effective
solution to successfully help them get their message across to the clients.

iiSignage

4K

With iiSignage, you can easily create, publish and
manage your own digital signage content on any iiyama
40-series display from a desktop PC in the same
network. Use rich content like video’s and widgets to
create highly impactful advertising in minutes and
schedule your content across multiple displays to best
match your customers' behavior.

UHD resolution (3840x2160), better known as 4K, offers
a gigantic viewable area with 4 times more information
and work space than a Full HD screen. Due to the high
DPI (dots per inch), it displays an incredibly sharp and
crisp image.

Read more
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01

DISPLAY CHARACTERISTICS

Design

Thin bezel

Diagonal

65", 164cm

Panel

AMVA3 LED, matte finish, haze 2%

Native resolution

3840 x 2160 @60Hz (8.3 megapixel 4K UHD)

Aspect ratio

16:9

Brightness

350 cd/m² typical

Static contrast

4000:1 typical

Response time (GTG)

8ms

Viewing zone

horizontal/vertical: 178°/178°, right/left: 89°/89°, up/down: 89°/89°

Colour support

1.07B 10bit (8bit + Hi-FRC)

Horizontal Sync

30 - 83kHz

Vertical Sync

50 - 76Hz

Viewable area W x H

1428.48 x 803.52mm, 56.2 x 31.6"

Bezel width (sides, top, bottom)

13.9mm, 13.9mm, 14.9mm

Pixel pitch

0,372mm

Bezel colour and finish

black, matte

02

INTERFACES / CONNECTORS / CONTROLS

Analog signal input

VGA x1 (max. 1920x1080 @60Hz)

Digital signal input

HDMI x4 (max. 3840x2160 @60Hz)
DisplayPort x1 (v.1.2, max. 3840x2160 @30Hz)

Audio input

Mini jack x1

Monitor control input

RS-232c x1
RJ45 (LAN) x1
IR x1

Audio output

RCA (L/R) x1
Speakers 2 x 10W

Monitor control output

RS-232c x1
IR loop through x1
OPS Slot x1 (OPS Intel 80 Pin Standard-Slot. Not compatible with OPS-C)

HDCP

yes

USB ports

x4 (v.2.0 x1, v.3.0 x1, v.5V0.5A x1, v.5v2A (USB power charging) x1)

03

FEATURES

Integrated software

Android OS 5.0.1, iiSignage

Hardware

CPU: MSD95E1D-W4, Quad-Core ARM, 1.4Ghz, Memory: 2GB, Storage: 8GB eMMC

Extra

handles, micro SD slot

Max. non-stop operating time

18/7

Anti image retention

yes

Media playback

yes

Housing (bezel)

plastic

04

GENERAL

OSD languages

EN, DE, FR, ES, IT, CN, RU, JP, CZ, NL, PL

Control buttons

Power, Mute, Input, Plus, Minus, Up, Down, Menu
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User controls

Picture (brightness, contrast, sharpness, black level, tint, color, noise reduction,
gamma selection, color temperature, color control, smart power, over scan, picture
reset), Screen (H.position, V.position, clock, clock phase, zoom mode, custom
zoom, auto asjust, screen reset), Audio (balance, treble, bass, volume, audio out,
maximum volume, minimum volume, mute, audio source, audio reset, audio out
sync), Configuration 1 (switch on state, panel saving, RS232-routing, boot on
source, WOL, RGB range, Config 1 reset, factory reset), Configuration 2 ( OSD turn
off, OSD H-Position, OSD V-position, information OSD, logo, monitor ID, heat status,
monitor information, HDMI version, config 2 reset), Advanced option (IR control,
Power LED light, keyboard control, off timer, date and time, schedule, HDMI with
One Wire, language, OSD transparency, power save, OPS settings, advanced option
reset), Android settings (ethernet, signage display, system tools, display, apps,
date & time, developer op

Plug&Play

DDC2B, Mac OSX

05

MECHANICAL

Orientation

landscape

Fanless design

yes

VESA mounting

400 x 400mm

Operation temperature range

0°C - 40°C

Storage temperature range

- 20°C - 60°C

MTBF

50.000 hours (excluding backlight)

06

ACCESSORIES INCLUDED

Cables

power, HDMI, mDP - DP, DP, RS-232c

Guides

quick start guide, safety guide

Remote control

yes (batteries included)

07

POWER MANAGEMENT

Power supply unit

internal

Power supply

AC 100 - 240V, 50/60Hz

Power usage

165W typical, 0.5W stand by, 0.5W off mode

08

SUSTAINABILITY

Regulations

CB, CE, TÜV-Bauart, CU

Energy efficiency class

B

Other

REACH SVHC above 0.1%: Lead

09

DIMENSIONS / WEIGHT

Product dimensions W x H x D

1458.7 x 834.7 x 81.6mm

Box dimensions W x H x D

1655 x 1078 x 280mm

Weight (without box)

24.8kg

EAN code

4948570116348
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EU ENERGY EFFICIENCY LABEL

Manufacturer

iiyama

Model

ProLite LE6540UHS-B1

Energy efficiency class

B

Visible screen diagonal

164cm; 64.6"; (65" segment)

ON mode power consumption

186W

Annual energy consumption

272kWh/annum*

Power in Standby

0.5W stand by

Power in OFF Mode

0.5W off mode

Resolution

3840 x 2160

This is information under Regulation (EU) No 1062/2010.*Based on the power consumption of the television operating 4 hours per day for 365 days. The actual energy consumption will depend on how the television is used.

All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with ISO-9241307:2008 in connection with pixel defects.
© IIYAMA CORPORATION. ALL RIGHTS RESERVED
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PROLITE TE6503MIS-B1AG

65’’ Interactive 4K UHD LCD Touchscreen with integrated annotation software
Share Your Vision with the ProLite TE6503MIS-B1AG; a perfect solution for educational and corporate use. The 65’’ infrared 20point touchscreen with iiWare 8.0 (Android OS) featuring Note, web browser, ﬁle manager, cloud drives, WPS oﬃce and
ScreenSharePro. It comes with dual touch pens, allowing users to annotate easily in 4K on ﬁles and on-screen content, which
can be saved directly on a USB device, 32gig internal memory or on a connected cloud drive. The display supports playback of
presentations, high-resolution video and almost any other type of content.
The high-quality commercial IPS LCD screen with 4K UHD resolution (3840x2160 - 8.3 megapixel), 350cd/m2 and a contrast
ratio of 1200:1 provides vibrant, detailed and high-quality images from anywhere in the class- or meeting room. The anti-glare
coating drastically reduces ambient reflection in high-brightness environments without compromising the sharpness and clarity
of the image. The screen is equipped with an all-metal bezel and 3mm thick hardened glass to ensure long durability in highuse environments, such as classrooms or meeting rooms.
Share, stream and edit content from any device directly on screen and transform your team meetings or lessons into an easy,
fast and seamless interactive session with the included WiFi module (OWM001) and the ScreenSharePro app.

iiWare 8.0 (Android OS)

Slot PC

iiWare 8.0 features 6 different applications for
collaboration and content sharing, plus it contains Note,
a web browser, ﬁle manager, cloud drive manager, WPS
Oﬃce and ScreenSharePro. Note is the digital
whiteboard app for 4K annotations on screen as well as
in content and with ScreensharePro users can share,
stream and capture content from any device directly on
screen and transform team meetings or lessons into
easy, fast and seamless interactive sessions. iiWare
supports presentation playback, high-resolution video
and almost any other type of content from a USB drive,
online or internal memory.

Transform your display into a stand-alone solution with
the optional slot PC*.
No more hassle with cables and having to mount a NUC
or PC at the back of the monitor or on the ﬂoor lift.
Simply slide in an iiyama slot PC (sold separately) and
get started right away.
*Not suited for OPS Slot PC’s.
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01

DISPLAY CHARACTERISTICS

Design

Thin bezel

Diagonal

64.", 163.9cm

Panel

IPS Direct LED, AG coated glass

Native resolution

3840 x 2160 (8.3 megapixel 4K UHD)

Aspect ratio

16:9

Brightness

350 cd/m² typical

Static contrast

1200:1 typical

Light transmittance

88%

Dynamic contrast

4000:1

Response time (GTG)

8ms

Viewing zone

horizontal/vertical: 178°/178°, right/left: 89°/89°, up/down: 89°/89°

Colour support

1.07B 10bit

Horizontal Sync

30 - 80kHz

Vertical Sync

55 - 75Hz

Viewable area W x H

1430 x 806mm, 56.3 x 31.7"

Pixel pitch

0.372mm

Bezel colour and finish

black, matte

02

TOUCH

Touch technology

infrared

Touch points

20 (HID, only with supported OS)

Touch accuracy

+- 2mm

Touch method

stylus, finger, glove

Touch interface

USB

Supported operating systems

All iiyama monitors are Plug & Play and compatible with Windows and Linux. For
details regarding the supported OS for the touch models, please refer to the driver
instruction file available in the downloads section.

03

INTERFACES / CONNECTORS / CONTROLS

Analog signal input

VGA x1 (max. 1920x1080 @60Hz)

Digital signal input

HDMI x3 (max. 3840x2160 @60Hz (YUV420))
DisplayPort x1 (max. 3840x2160 @60Hz)

Audio input

Mini jack x1

Monitor control input

RS-232c x1
RJ45 (LAN) x1 (Internet for Android only)

Digital signal output

HDMI x1 (2.0, 3840x2160 @60Hz)

Audio output

S/PDIF (Optical) x1
Mini jack x1
Speakers 2 x 10W (max)

HDCP

yes

USB ports

x5 (media playback / peripherals / storage – top: 1x v.3.0 (webcam), bottom: 1x
v.2.0, right side: 3x v.3.0)

04

FEATURES

Integrated software

iiWare 8.0 (Android OS) featuring Note, web browser, file manager, cloud drives,
WPS office and ScreenSharePro for wireless connection with
Windows/iOS/Android devices

01.07.2020 18:47:22

WiFi

yes

Hardware

Dual core A73+A53 CPU, Quad core Mali G51 GPU, 4 GB RAM, 32 GB internal
memory, WiFi module (OWM001)

Extra

slot for optional slot PC, two touch pens

Kiosk mode

yes

Max. non-stop operating time

24/7

Media playback

yes

Glass thickness

4mm

Glass hardness

7H

Housing (bezel)

metal

OSD key lock

yes

05

GENERAL

OSD languages

EN, DE, FR, ES, IT, RU, CZ, NL, PL

User controls

general settings (input, volume, backlight), audio (volume, bass, treble, balance,
sound mode, mute), screen settings (aspect ratio, pixel shift), display settings
(brightness, contrast, hue, sharpness, display mode, colour temp), adjust settings
(H-position, V-position, clock, phase, auto), settings (wireless & networks, share,
device, personal, system)

Plug&Play

DDC2B

Warranty

5 years (for details and eligible countries please check the Warranty section of our
website)

06

MECHANICAL

Orientation

landscape

Fanless design

yes

VESA mounting

600 x 400mm

Operation temperature range

0°C - 40°C

Storage temperature range

- 20°C - 60°C

MTBF

50.000 hours (excluding backlight)

07

ACCESSORIES INCLUDED

Cables

power, USB, HDMI

Touch pen

x4 (ø3 x2 & ø7 x2)

Guides

quick start guide, safety guide

Remote control

yes (batteries included)

08

POWER MANAGEMENT

Power supply unit

internal

Power supply

AC 100 - 240V, 50/60Hz

Power usage

169W typical, 0.5W stand by, 0.5W off mode

09

SUSTAINABILITY

Regulations

CB, CE, TÜV-Bauart, CU

Energy efficiency class

B

Other

REACH SVHC above 0.1%: Lead

01.07.2020 18:47:22

10

DIMENSIONS / WEIGHT

Product dimensions W x H x D

1492 x 882 x 86mm

Box dimensions W x H x D

1697 x 1005 x 220mm

Weight (without box)

38.3kg

Weight (with box)

50kg

EAN code

4948570117017

11

EU ENERGY EFFICIENCY LABEL

Manufacturer

iiyama

Model

ProLite TE6503MIS-B1AG

Energy efficiency class

B

Visible screen diagonal

164cm; 64.5"; (65" segment)

ON mode power consumption

169W

Annual energy consumption

246kWh/annum*

Power in Standby

0.5W stand by

Power in OFF Mode

0.5W off mode

Resolution

3840 x 2160

This is information under Regulation (EU) No 1062/2010.*Based on the power consumption of the television operating 4 hours per day for 365 days. The actual energy consumption will depend on how the television is used.

All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with ISO-9241307:2008 in connection with pixel defects.
© IIYAMA CORPORATION. ALL RIGHTS RESERVED
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PROLITE TE7503MIS-B1AG

75" interactive 4K UHD LCD Touchscreen with integrated annotation software
Share Your Vision with the ProLite TE7503MIS-B1AG; a perfect solution for educational and corporate use. The 75’’ infrared 20point touchscreen with iiWare 8.0 (Android OS) featuring Note, web browser, ﬁle manager, cloud drives, WPS oﬃce and
ScreenSharePro. It comes with dual touch pens, allowing users to annotate easily in 4K on ﬁles and on-screen content, which
can be saved directly on a USB device, 32gig internal memory or on a connected cloud drive. The display supports playback of
presentations, high-resolution video and almost any other type of content.
2 and a contrast
The high-quality commercial IPS LCD screen with 4K UHD resolution (3840 x 2160 - 8.3 megapixel), 350cd/m
ratio of 1200:1 provides vibrant, detailed and high-quality images from anywhere in the class- or meeting room. The anti-glare
coating drastically reduces ambient reflection in high-brightness environments without compromising the sharpness and clarity
of the image. The screen is equipped with an all-metal bezel and 4mm thick hardened glass to ensure long durability in highuse environments, such as classrooms or meeting rooms.

Share, stream and edit content from any device directly on screen and transform your team meetings or lessons into an easy,
fast and seamless interactive session with the included WiFi module (OWM001) and the ScreenSharePro app.

iiWare 8.0 (Android OS)

Slot PC

iiWare 8.0 features 6 different applications for
collaboration and content sharing, plus it contains Note,
a web browser, ﬁle manager, cloud drive manager, WPS
Oﬃce and ScreenSharePro. Note is the digital
whiteboard app for 4K annotations on screen as well as
in content and with ScreensharePro users can share,
stream and capture content from any device directly on
screen and transform team meetings or lessons into
easy, fast and seamless interactive sessions. iiWare
supports presentation playback, high-resolution video
and almost any other type of content from a USB drive,
online or internal memory.

Transform your display into a stand-alone solution with
the optional slot PC*.
No more hassle with cables and having to mount a NUC
or PC at the back of the monitor or on the ﬂoor lift.
Simply slide in an iiyama slot PC (sold separately) and
get started right away.
*Not suited for OPS Slot PC’s.
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01

DISPLAY CHARACTERISTICS

Design

Thin bezel

Diagonal

74.5", 189.3cm

Panel

IPS Direct LED, AG coated glass

Native resolution

3840 x 2160 (8.3 megapixel 4K UHD)

Aspect ratio

16:9

Brightness

350 cd/m² typical

Static contrast

1100:1 typical

Light transmittance

88%

Dynamic contrast

4000:1

Response time (GTG)

8ms

Viewing zone

horizontal/vertical: 178°/178°, right/left: 89°/89°, up/down: 89°/89°

Colour support

1.07B 10bit

Horizontal Sync

30 - 80kHz

Vertical Sync

55 - 75Hz

Viewable area W x H

1650 x 928mm, 65 x 36.5"

Pixel pitch

0.429mm

Bezel colour and finish

black, matte

02

TOUCH

Touch technology

infrared

Touch points

20 (HID, only with supported OS)

Touch accuracy

+- 2mm

Touch method

stylus, finger, glove

Touch interface

USB

Supported operating systems

All iiyama monitors are Plug & Play and compatible with Windows and Linux. For
details regarding the supported OS for the touch models, please refer to the driver
instruction file available in the downloads section.

03

INTERFACES / CONNECTORS / CONTROLS

Analog signal input

VGA x1 (max. 1920x1080 @60Hz)

Digital signal input

HDMI x3 (max. 3840x2160 @60Hz (YUV420))
DisplayPort x1 (max. 3840x2160 @60Hz)

Audio input

Mini jack x1

Monitor control input

RS-232c x1
RJ45 (LAN) x1 (Internet for Android only)

Digital signal output

HDMI x1 (2.0,. 3840x2160 @60Hz)

Audio output

S/PDIF (Optical) x1
Mini jack x1
Speakers 2 x 10W (max)

HDCP

yes

USB ports

x5 (media playback / peripherals / storage – top: 1x v.3.0 (webcam), bottom: 1x
v.2.0, right side: 2x v.3.0)

04

FEATURES

Integrated software

iiWare 8.0 (Android OS) featuring Note, web browser, file manager, cloud drives,
WPS office and ScreenSharePro for wireless connection with
Windows/iOS/Android devices
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WiFi

yes

Hardware

Dual core A73+A53 CPU, Quad core Mali G51 GPU, 4 GB RAM, 32 GB internal
memory, WiFi module (OWM001)

Extra

slot for optional slot PC, two touch pens

Kiosk mode

yes

Max. non-stop operating time

24/7

Media playback

yes

Glass thickness

4mm

Glass hardness

7H

Housing (bezel)

metal

OSD key lock

yes

05

GENERAL

OSD languages

EN, DE, FR, ES, IT, RU, CZ, NL, PL

User controls

general settings (input, volume, backlight), audio (volume, bass, treble, balance,
sound mode, mute), screen settings (aspect ratio, pixel shift), display settings
(brightness, contrast, hue, sharpness, display mode colour temp), adjust settings
(H-position, V-position, clock, phase, auto), settings (wireless & networks, share,
device, personal, system)

Plug&Play

DDC2B

Warranty

5 years (for details and eligible countries please check the Warranty section of our
website)

06

MECHANICAL

Orientation

landscape

Fanless design

yes

VESA mounting

800 x 400mm

Operation temperature range

0°C - 40°C

Storage temperature range

- 20°C - %2°C

MTBF

50.000 hours (excluding backlight)

07

ACCESSORIES INCLUDED

Cables

power, USB, HDMI

Touch pen

x4 (ø3 x2 & ø7 x2)

Guides

quick start guide, safety guide

Remote control

yes (batteries included)

08

POWER MANAGEMENT

Power supply unit

internal

Power supply

AC 100 - 240V, 50/60Hz

Power usage

219W typical, 0.5W stand by, 0.5W off mode

09

SUSTAINABILITY

Regulations

CB, CE, TÜV-Bauart, CU

Energy efficiency class

B

Other

REACH SVHC above 0.1%: Lead
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10

DIMENSIONS / WEIGHT

Product dimensions W x H x D

1713 x 1006 x 86mm

Box dimensions W x H x D

1930 x 1140 x 280mm

Weight (without box)

52.2kg

Weight (with box)

69kg

EAN code

4948570117024
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EU ENERGY EFFICIENCY LABEL

Manufacturer

iiyama

Model

ProLite TE7503MIS-B1AG

Energy efficiency class

B

Visible screen diagonal

189cm; 74.5"; (75" segment)

ON mode power consumption

219W

Annual energy consumption

319kWh/annum*

Power in Standby

0.5W stand by

Power in OFF Mode

0.5W off mode

Resolution

3840 x 2160

This is information under Regulation (EU) No 1062/2010.*Based on the power consumption of the television operating 4 hours per day for 365 days. The actual energy consumption will depend on how the television is used.

All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with ISO-9241307:2008 in connection with pixel defects.
© IIYAMA CORPORATION. ALL RIGHTS RESERVED
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PROLITE TE8603MIS-B1AG

86’’ Interactive 4K UHD LCD Touchscreen with integrated annotation software
Share Your Vision with the ProLite TE8603MIS-B1AG; a perfect solution for educational and corporate use. Its 86’’ infrared 20point touchscreen with iiWare 8.0 (Android OS) featuring Note, web browser, ﬁle manager, cloud drives, WPS oﬃce and
ScreenSharePro. It comes with dual touch pens, allowing users to annotate easily in 4K on ﬁles and on-screen content which
can be saved directly on a USB device, 32gig internal memory or on a connected cloud drive. The display supports playback of
presentations, high-resolution video and almost any other type of content.
2 and a contrast
The high-quality commercial IPS LCD screen with a 4K UHD resolution (3840 x 2160 - 8.3 megapixel), 350cd/m
ratio of 1200:1 for vibrant, detailed and high-quality images from anywhere in the class or meeting room. The anti-glare coating
drastically reduces ambient reﬂection in high-brightness environments without compromising the sharpness and clarity of the
image. The screen has a 24/7 non-stop operating time and is equipped with an all-metal bezel, 4 mm thick hardened glass to
ensure long durability in high-use environments such as classrooms or meeting rooms.

Share, stream and edit content from any device directly on screen and transform your team meetings or lessons into an easy,
fast and seamless interactive session with the included WiFi module (OWM001) and the ScreenSharePro app.

iiWare 8.0 (Android OS)

Slot PC

iiWare 8.0 features 6 different applications for
collaboration and content sharing, plus it contains Note,
a web browser, ﬁle manager, cloud drive manager, WPS
Oﬃce and ScreenSharePro. Note is the digital
whiteboard app for 4K annotations on screen as well as
in content and with ScreensharePro users can share,
stream and capture content from any device directly on
screen and transform team meetings or lessons into
easy, fast and seamless interactive sessions. iiWare
supports presentation playback, high-resolution video
and almost any other type of content from a USB drive,
online or internal memory.

Transform your display into a stand-alone solution with
the optional slot PC*.
No more hassle with cables and having to mount a NUC
or PC at the back of the monitor or on the ﬂoor lift.
Simply slide in an iiyama slot PC (sold separately) and
get started right away.
*Not suited for OPS Slot PC’s.
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DISPLAY CHARACTERISTICS

Design

Thin bezel

Diagonal

85.6", 217.4cm

Panel

IPS Direct LED, AG coated glass

Native resolution

3840 x 2160 (8.3 megapixel 4K UHD)

Aspect ratio

16:9

Brightness

350 cd/m² typical

Static contrast

1200:1 typical

Light transmittance

88%

Dynamic contrast

4000:1

Response time (GTG)

8ms

Viewing zone

horizontal/vertical: 178°/178°, right/left: 89°/89°, up/down: 89°/89°

Colour support

1.07B 10bit

Horizontal Sync

30 - 80kHz

Vertical Sync

55 - 75Hz

Viewable area W x H

1897 x 1068mm, 74.7 x 42"

Pixel pitch

0.4935mm

Bezel colour and finish

black, matte

02

TOUCH

Touch technology

infrared

Touch points

20 (HID, only with supported OS)

Touch accuracy

+- 2mm

Touch method

stylus, finger, glove

Touch interface

USB

Supported operating systems

All iiyama monitors are Plug & Play and compatible with Windows and Linux. For
details regarding the supported OS for the touch models, please refer to the driver
instruction file available in the downloads section.
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INTERFACES / CONNECTORS / CONTROLS

Analog signal input

VGA x1 (max. 1920x1080 @60Hz)

Digital signal input

HDMI x3 (max. 3840x2160 @60Hz (YUV420))
DisplayPort x1 (max. 3840x2160 @60Hz)

Audio input

Mini jack x1

Monitor control input

RS-232c x1
RJ45 (LAN) x1 (Internet for Android only)

Digital signal output

HDMI x1 (2.0, 3840x2160 @60Hz)

Audio output

S/PDIF (Optical) x1
Mini jack x1
Speakers 2 x 10W (max)

HDCP

yes

USB ports

x5 (media playback / peripherals / storage – top: 1x v.3.0 (webcam), bottom: 1x
v.2.0, right side: 2x v.3.0)

04

FEATURES

Integrated software

iiWare 8.0 (Android OS) featuring Note, web browser, file manager, cloud drives,
WPS office and ScreenSharePro for wireless connection with
Windows/iOS/Android devices

01.07.2020 18:45:25

WiFi

yes

Hardware

Dual core A73+A53 CPU, Quad core Mali G51 GPU, 4 GB RAM, 32 GB internal
memory, WiFi module (OWM001)

Extra

slot for optional slot PC, two touch pens

Kiosk mode

yes

Max. non-stop operating time

24/7

Media playback

yes

Glass thickness

4mm

Glass hardness

7H

Housing (bezel)

metal

OSD key lock

yes

05

GENERAL

OSD languages

EN, DE, FR, ES, IT, RU, CZ, NL, PL

User controls

general settings (input, volume, backlight), audio (volume, bass, treble, balance,
sound mode, mute), screen settings (aspect ratio, pixel shift), display settings
(brightness, contrast, hue, sharpness, display mode colour temp), adjust settings
(H-position, V-position, clock, phase, auto), settings (wireless & networks, share,
device, personal, system)

Plug&Play

DDC2B

Warranty

5 years (for details and eligible countries please check the Warranty section of our
website)

06

MECHANICAL

Orientation

landscape

Fanless design

yes

VESA mounting

800 x 600mm

Operation temperature range

0°C - 40°C

Storage temperature range

- 20°C - 60°C

MTBF

50.000 hours (excluding backlight)

07

ACCESSORIES INCLUDED

Cables

power, USB, HDMI

Touch pen

x4 (ø3 x2 & ø7 x2)

Guides

quick start guide, safety guide

Remote control

yes (batteries included)

08

POWER MANAGEMENT

Power supply unit

internal

Power supply

AC 100 - 240V, 50/604Hz

Power usage

411W typical, 0.5W stand by, 0.5W off mode

09

SUSTAINABILITY

Regulations

CB, CE, TÜV-Bauart, CU

Energy efficiency class

C

Other

REACH SVHC above 0.1%: Lead

01.07.2020 18:45:25
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DIMENSIONS / WEIGHT

Product dimensions W x H x D

1961 x 1145 x 86mm

Box dimensions W x H x D

2123 x 1345 x 280mm

Weight (without box)

68.4kg

Weight (with box)

91kg

EAN code

4948570117031

11

EU ENERGY EFFICIENCY LABEL

Manufacturer

iiyama

Model

ProLite TE8603MIS-B1AG

Energy efficiency class

C

Visible screen diagonal

217cm; 85.6"; (86" segment)

ON mode power consumption

411W

Annual energy consumption

600kWh/annum*

Power in Standby

0.5W stand by

Power in OFF Mode

0.5W off mode

Resolution

3840 x 2160

This is information under Regulation (EU) No 1062/2010.*Based on the power consumption of the television operating 4 hours per day for 365 days. The actual energy consumption will depend on how the television is used.

All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with ISO-9241307:2008 in connection with pixel defects.
© IIYAMA CORPORATION. ALL RIGHTS RESERVED
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PROLITE TE9803MIS-B1AG

98’’ Interactive 4K UHD LCD Touchscreen with integrated annotation software
Share Your Vision with the ProLite TE9803MIS-B1AG; a perfect solution for educational and corporate use. The 98’’ infrared 20point touchscreen with iiWare 8.0 (Android OS) featuring Note, web browser, ﬁle manager, cloud drives, WPS oﬃce and
ScreenSharePro. It comes with dual touch pens, allowing users to annotate easily in 4K on ﬁles and on-screen content, which
can be saved directly on a USB device, 16gig internal memory or on a connected cloud drive. The display supports playback of
presentations, high-resolution video and almost any other type of content.
The high-quality commercial IPS LCD screen with 4K UHD resolution (3840x2160 - 8.3 megapixel), 350cd/m2 and a contrast
ratio of 1200:1 provides vibrant, detailed and high-quality images from anywhere in the class- or meeting room. The anti-glare
coating drastically reduces ambient reflection in high-brightness environments without compromising the sharpness and clarity
of the image. The screen is equipped with an all-metal bezel and 4mm thick hardened glass to ensure long durability in highuse environments, such as classrooms or meeting rooms.
Share, stream and edit content from any device directly on screen and transform your team meetings or lessons into an easy,
fast and seamless interactive session with the included WiFi module (OWM001) and the ScreenSharePro app.

iiWare 8.0 (Android OS)

Slot PC

iiWare 8.0 features 6 different applications for
collaboration and content sharing, plus it contains Note,
a web browser, ﬁle manager, cloud drive manager, WPS
Oﬃce and ScreenSharePro. Note is the digital
whiteboard app for 4K annotations on screen as well as
in content and with ScreensharePro users can share,
stream and capture content from any device directly on
screen and transform team meetings or lessons into
easy, fast and seamless interactive sessions. iiWare
supports presentation playback, high-resolution video
and almost any other type of content from a USB drive,
online or internal memory.

Transform your display into a stand-alone solution with
the optional slot PC*.
No more hassle with cables and having to mount a NUC
or PC at the back of the monitor or on the ﬂoor lift.
Simply slide in an iiyama slot PC (sold separately) and
get started right away.
*Not suited for OPS Slot PC’s.
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DISPLAY CHARACTERISTICS

Design

Thin bezel

Diagonal

97.5", 247.7cm

Panel

IPS Direct LED, AG coated glass

Native resolution

3840 x 2160 (8.3 megapixel 4K UHD)

Aspect ratio

16:9

Brightness

350 cd/m² typical

Static contrast

1200:1 typical

Light transmittance

88%

Dynamic contrast

4000:1

Response time (GTG)

8ms

Viewing zone

horizontal/vertical: 178°/178°, right/left: 89°/89°, up/down: 89°/89°

Colour support

1.07B 10bit

Horizontal Sync

30 - 80kHz

Vertical Sync

55 - 75Hz

Viewable area W x H

2158.9 x 1214.4mm, 85 x 47.8"

Pixel pitch

0.562mm

Bezel colour and finish

black, matte

02

TOUCH

Touch technology

infrared

Touch points

20 (HID, only with supported OS)

Touch accuracy

+- 2mm

Touch method

stylus, finger, glove

Touch interface

USB

Supported operating systems

All iiyama monitors are Plug & Play and compatible with Windows and Linux. For
details regarding the supported OS for the touch models, please refer to the driver
instruction file available in the downloads section.

03

INTERFACES / CONNECTORS / CONTROLS

Analog signal input

VGA x1 (max. 1920x1080 @60Hz)

Digital signal input

HDMI x3 (max. 3840x2160 @120Hz (YUV420))

Audio input

Mini jack x1

Monitor control input

RS-232c x1
RJ45 (LAN) x1 (Internet for Android only)

Digital signal output

HDMI x1 (2.0, 3840x2160 @60Hz)

Audio output

S/PDIF (Optical) x1
Mini jack x1
Speakers 2 x 12W

HDCP

yes

USB ports

x6 (media playback / peripherals / storage - front: 2x v.2.0, bottom: 1x v.2.0, right
side: 3x v.3.0)

04

FEATURES

Integrated software

iiWare 8.0 (Android OS) featuring Note, web browser, file manager, cloud drives,
WPS office and ScreenSharePro for wireless connection with
Windows/iOS/Android devices
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WiFi

yes

Hardware

Dual core A73+A53 CPU, Quad core Mali G51 GPU, 3GB RAM, 16GB internal
memory, WiFi module (OWM001)

Extra

slot for optional slot PC, four touch pens

Kiosk mode

yes

Max. non-stop operating time

18/7

Media playback

yes

Glass thickness

4mm

Glass hardness

7H

Housing (bezel)

metal

OSD key lock

yes

05

GENERAL

OSD languages

EN, DE, FR, ES, IT, RU, CZ, NL, PL

User controls

general settings (input, volume, backlight), audio setting (volume, bass, treble,
balance, sound mode, mute), screen setting (aspect ratio, pixel shift), display
setting (brightness, contrast, hue, sharpness, display mode, colour temp), adjust
setting (H-position, V-position, clock, phase, auto), settings (wireless & networks,
share, device, personal, system)

Plug&Play

DDC2B

Warranty

5 years (for details and eligible countries please check the Warranty section of our
website)

06

MECHANICAL

Orientation

landscape

Fanless design

yes

VESA mounting

800 x 600mm

Operation temperature range

0°C - 40°C

Storage temperature range

- 20°C - 60°C

MTBF

50.000 hours (excluding backlight)

07

ACCESSORIES INCLUDED

Cables

power, USB, HDMI

Touch pen

x4 (ø3 x2 & ø7 x2)

Guides

quick start guide, safety guide

Remote control

yes (batteries included)

08

POWER MANAGEMENT

Power supply unit

internal

Power supply

AC 100 - 240V, 50/60Hz

Power usage

196W typical, 0.5W stand by, 0.5W off mode

09

SUSTAINABILITY

Regulations

CB, CE, TÜV-Bauart, EAC, RoHS support, ErP, WEEE, REACH

Energy efficiency class

A+

Other

REACH SVHC above 0.1%: Lead
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DIMENSIONS / WEIGHT

Product dimensions W x H x D

2244.7 x 1323 x 90.5mm

Box dimensions W x H x D

2483 x 1493 x 376mm

Weight (without box)

101.5kg

Weight (with box)

138.75kg

EAN code

4948570117772

11

EU ENERGY EFFICIENCY LABEL

Energy efficiency class

A+

Visible screen diagonal

248 cm; 98"; (98" segment)

ON mode power consumption

196W

Annual energy consumption

286kWh/annum*

Power in OFF Mode

0.5W off mode

This is information under Regulation (EU) No 1062/2010.*Based on the power consumption of the television operating 4 hours per day for 365 days. The actual energy consumption will depend on how the television is used.
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